
ASSEMBLY  AND  INSTALLATION 
                INSTRUCTIONS

161101

NOTES: 1. Before installing, consult local electrical codes for wiring and grounding requirements.
               2. READ AND SAVE THESE INSTRUCTIONS.

L0007 / L0008

Finial (B)Harp (A)

WARNING: TO AVOID RISK OF ELECTRICAL SHOCK, BE SURE TO SHUT OFF
POWER BEFORE INSTALLING OR SERVICING THIS FIXTURE.

Hardware Package (included):

3-Way Bulb
(not included)

Finial (B)

Shade

Harp (A)

Sleeve

Socket
Retainer

1.Squeeze the harp and fix into the retainer then 
   lock with sleeves.

2.Attach the shade to the harp, and secure with
   the finial.

3. Install a bulb( not included).  Check relamping label at 
    socket area or packaging for maximum allowed wattage.

NOTICE: Purchase 3-way bulb with 50W / 100W / 150W.

Installation Steps
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The following parts are available for re-order if damaged or missing. 

Spare Parts List:

A: 18"
B:  64-1/4"

Finial (B)
X1
5106FL for L0007
5107FL for L0008

Shade
X1
5108LS for L0007 L0008Harp (A)

X1
5105HP
for L0007 / L0008

B

A


